CANDIDATE PLANT MATERIAL

SYMBOL BOTANICAL NAME

TREES:

ACCENT STREET TREE
| ROBINIA PSEUDOACACIA

SHADE CANOPY TREE

QUERCUS AGRIFOLIA

SCREENING/BACKGROUND TREE

LIQUIDAMBAR STYRACIFLUA 'PALO ALTO'
LIRIODENDRON TULIPIFERA

SMALL ACCENT TREE.

CERCIS OCCIDENTALIS
ARBUTUS 'MARINA'

EVERGREEN SCREENING SHRUB

RHAMNUS CALIFORNICA 'EVE CASE'
CEANOTHUS 'JULIA PHELPS'

E° RHUS INTEGRIFOLIA

ELAEAGNUS PUNGENS

EVERGREEN ACCENT SHRUB

MELAULECA NESOPHILA
CISTUS X PURPUREUS
SALVIA LEUCANTHA 'SANTA BARBARA'

EVERGREEN PERENNIAL

LAVENDULA DENTATA
ZAUSCHNERIA CALIFORNICA

COREOPSIS GRANDIFLORA 'SUNBURST'
CONVOLVULUS CNENUM

EVERGREEN FLOWERING VINE

DISTICTIS BUCCINATORIA
LONICERA SEMPERVIRENS

GROUNDCOVER AREA 1

ROSMARINUS OFFICINALIS 'PROSTRATUS'

LANTANA MONTEVIDENSIS 'LAVENDER'
GAILLARDIA GRANDIFLORA 'GOBLIN'

GROUNDCOVER AREA 2

RIRRKKS

MYOPORUM PARCIFICUM
COTONEASTER DAMMERI 'LOWFAST'
BACCHARIS PILULARIS 'TWIN PEAKS'

COBBLE & GRASS

(Y1 COBBLE STONE
7 b7 ]

] CAREX PRAEGRACILIS

LYONOTHAMNUS FLORIBUNDUS ASPLENIFOLIUS

COMMON NAME GROWTH SIZE QTY. DESCRIPTION
BLACK LOCUST 'ROSEA' (20'-30' SPREAD) 15 GAL. 16 - DEEP ROOTS TOLERATE POOR SOIL OR LITTLE OR NO WATER.
COAST LIVE OAK (25'-60' SPREAD) 15 GAL. 19 - GROWS FAIRLY QUICKLY GOOD FOR SLOPES WITH DEEP ROOTS
LITTLE TO MODERATE WATER.
48
FERNLEAD CATALINA IRONWOOD  (25'-40' SPREAD) 15 GAL. - GROWS FAIRLY QUICKLY WITH DEEP ROOTS. NEEDS GOOD DRAINAGE.
SWEET GUM - TOLERATES DAMP SOIL, RESISTS OAK ROOT FUNGUS. FOLIAGE ALL YEAR AROUND.
TULIP TREE - GROWS FAIRLY QUICKLY NEEDS SPACE TO GROW, WELL DRAINED SOIL. EXCELLENT SHADE TREE.
19
WESTERN REDBUD (10-15' SPREAD) 15 GAL. - VERY DROUGHT TOLERANT, RESISTANT TO OAK ROOT FUNGUS.
STRAWBERRY TREE - GOOD PERFORMANCE IN WIDE RANGE OF CLIMATES AND SOILS. SUN TO PARTIAL SHADE.
212
COFFEEBERRY 3-15'HT. X 8'W. 5 GAL. - DROUGHT TOLERANT, FIRE-RETARDANT GROWS IN FULL SUN OR SHADE.
WILD LILAC 47 HT. TW. 5 GAL. - DROUGHT TOLERANT FAST GROWTH.
LEMONADE BERRY 3-10'H. X 10'W. 5 GAL. - EXCELLENT EROSION CONTROL SHRUB FIRE PROOF WITH MONTHLY WATERING.
SILVERBERRY 6-8'H. X 8'W. 5 GAL. A 4 - EXCELLENT EROSION CONTROL SHRUB AND DROUGHT TOLERANT ONCE ESTABLISHED.
98
PINK MELALEUCA 15' HT. X 15'W. 5 GAL. - DEVELOPS GNARLED, HEAVY BRANCHES THAT SPRAWL OR ASCENT IN PICTURESQUE PATTERNS.
ORCHID ROCKROSE 3-4'HT. 4'W. 5 GAL. - FAST GROWING, ACCEPT POOR SOIL, DROUGHT TOLERANT, EROSION CONTROL AND FIRE RETARDANT.
SANTA BARBARA SAGE 2-3'HT. X 2'4' W. 5 GAL. ¥ - A QUICK GROWING ARCHING SHRUB, FAIRLY DROUGHT TOLERANT DISPLAYING VELVETY PURPLE CALYCES
FLOWERS ALMOST YEAR AROUND WITH SOME MODERATE WATER.
46
FRENCH LAVENDER 34 HT. X 4'W. 1 GAL. - AROMATIC YEAR AROUND FOLIAGE. NEED WELL DRAIN SOIL AND LITTLE OR NO FERTILIZER.
CALIFORNIA FUSCHIA T HT. X 1'W. 1 GAL. - GRAY-GREEN LEAF WITH COLORFUL FLOWERS LATE SUMMER OR FALL PLANT ON BANKS OR HILLSIDES.
COREOPSIS 1-2' HT. 3' W. 1 GAL. - TOLERATE SOIL OF LOW FERTILITY AND WITHSTAND INTENSE HEAT WILL SELF SEED.
BUSH MORNING GLORY 2-4'HT. 4 W. 1 GAL. - GROWS FAST, BLOOM LATE SPRING AND SUMMER. GIVE LIGHT SOIL AND FAST DRAINAGE.
20
BLOOD-RED TRUMPET VINE 20-30' HT. 1 GAL. - BLOOM IN BURSTS THROUGHOUT THE YEAR WHEN WEATHER WARMS. STAKING NEEDED WHEN YOUNG.
TRUMPET HONEYSUCKLE 10'-20' HT. 1 GAL. - NEED GOOD DRAINAGE GROWS FAST DURING SPRING. STAKING NEEDED WHEN YOUNG.
ROSEMARY 18" HT., 18" O.C. FLATS - DROUGHT TOLERANT, GROWS FAST WITH MODERATE WATER. EFFECTIVE SPILLING OVER RAISED BEDS.
LANTANA 18" HT., 18" O.C. FLATS - EXCELLENT BANK COVERS AND EROSION CONTROL. EFFECTIVE SPILLING OVER RAISED BEDS.
BLANKET FLOWER 36" HT., 18" 0.C. 4" POTS - THRIVE IN HEAT, NEED GOOD DRAINAGE GROWS EASILY WITH SOME MODERATE WATERING.
MYOPORUM 24" HT., 18" O.C. FLATS - TOUGH AND FAST GROWING SPREAD. DROUGHT TOLERANT WITH GOOD EROSION CONTRO
BEARBERRY COTONEASTER 12" HT., 18" 0.C. 1 GAL. - GROW VIGOROUSLY AND THRIVE WITH LITTLE OR NO MAINTENANCE. EROSION CONTROL.
DWARF COYOTE BRUSH 8"-24" HT., 24" O.C. 1 GAL. - LOW MAINTENANCE DROUGHT TOLERANT, FIRE-RETARDANT AND SLOPE STABILIZER.
"SANTA FE" COBBLE 4"-8" DIA. - SOUTHWEST BOULDER AND STONE INC. (800) 540-1147 ,//’/,w /
www.southwestboulder.com — ‘ 1
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STORM WATER QUALITY NOTES/ 1000" * 2, '
ACCENT TREE CONSTRUCTION BMP’s ‘ SCALE 1"=30' § i1
ACCENT SHURB N SCREENING SHRUB THIS PROJECT SHALL COMPLY WITH ALL REQUIREMENTS OF THE STATE PERMIT; W w
g CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD, SAN DIEGO REGION, 0 30 60’ 90' m
4 rL-,’\ 3. PLANT MATERIAL WILL BE SPECIFIED IN CONSIDERATION OF NORTH, SOUTH, EAST, AND ORDER NO. 2001.01 NPDES NO. CAS010875.
| GROUNDCOVER WEST EXPOSURES. ;
BUSINESS ROUTE 8 e 1. SUFFICIENT BMPS MUST BE INSTALLED TO PREVENT SILT, MUD, OR OTHER PEPPER m
) 4. SOIL WILL BE AMENDED AND PREPARED TO PROVIDE HEALTHY PLANT GROWTH AND
p— 1 Q) N ).'.0 COVERAGE AND TO PROVIDE FOR MAXIMUM MOISTURE RETENTION AND PERCOLATION. g?ggm}dﬂé%'\'c%ﬁ,‘gs :S(?EMS%%?SMERSS&% lgggSTPFEU'?:%%&E\/%TH?CTFE%%%SL% lu
T “ulk Ty PLANTER BEDS AND SLOPES 3:1 OR LESS WILL BE MULCHED WITH 2" ORGANIC MULCH OTHER CONSTRUGTION ACTIVITY. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
L OO0 COBBLE GRASS CHANNEL TO RETAIN SOIL MOISTURE AND REDUCE EVAPORATION TRANSPIRATION FROM THE ROOT ZONES. -
7] CLEANING ANY SUCH DEBRIS THAT MAY BE IN THE STREET AT THE END OF EACH
5. ALL PLANTING BEDS WILL RECEIVE A MINIMUM OF 2 INCHES OF ORGANIC MULCH TO WORK DAY OR AFTER A STORM EVENT THAT CAUSES A BREACH IN THE INSTALLED '
COBBLE AND GRASS CHANNEL FURTHER HELP CONSERVE WATER. CONSTRUCTION BMPs.
no scale 2. ALL STOCK PILES OF UNCOMPACTED SOIL AND/OR BUILDING MATERIALS THAT
ARE INTENDED TO BE LEFT UNPROTECTED FOR A PERIOD GREATER THAN SEVEN S0
M AINTEN ANCE RESPONSIBIL] | | CALENDAR DAYS ARE TO BE PROVIDED WITH EROSION AND SEDIMENT CONTROLS. <‘71;¢,
SUCH SOIL MUST BE PROTECTED EACH DAY WHEN THE PROBABILITY OF RAIN IS & § 0

P:\Acad\Los_Coches_SS\ARCH\MLA12-7-07\MLA-REC.dwg

8"HT., 12" 0.C.

4" POTS/ 1 GAL

- SHORT RICH GREEN SEDGE, SPREADING BY RHIZOME. FULL SUN TO LIGHT SHADE. _—~ B
GREAT MEADOW GRASS MODERATE WATER. /
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WATER CONSER VATION STATEMENT

IN RECOGNITION OF WATER AS A LIMITED RESOURCE IN SOUTHERN CALIFORNIA, THE
FOLLOWING MEASURES WILL BE UNDERTAKEN TO REDUCE THIS PROJECT'S DEMAND ON THE
REGION'S AVAILABLE WATER SUPPLY:

1. THE IRRIGATION SYSTEM WILL BE AUTOMATIC AND WILL INCORPORATE LOW VOLUME
SPRAY EMITTERS AND CONVENTIONAL LOW ANGLE SPRAY HEADS. DRIP IRRIGATION
SYSTEMS MAY BE EMPLOYED WHERE CONSIDERED TO BE EFFECTIVE AND FEASIBLE.
IRRIGATION VALVES SHALL BE SEGREGATED TO ALLOW FOR THE SYSTEM OPERATION
IN RESPONSE TO ORIENTATION AND EXPOSURE. ALL SYSTEMS SHALL BE AUTOMATIC WITH
A RAIN SENSING OVERRIDE DEVICE ATTACHED TO THE CONTROLLER FOR ADDITIONAL WATER
CONSERVATION MEASURES.

2. AN IRRIGATION SYSTEM SHALL BE PROVIDED AS REQUIRED FOR THE PROPER
IRRIGATION, DEVELOPMENT AND MAINTENANCE OF THE VEGETATION. THE DESIGN OF
THE SYSTEM SHALL PROVIDE ADEQUATE SUPPORT OF THE VEGETATION SELECTED.

ALL REQUIRED LANDSCAPE AREAS SHALL BE MAINTAINED BY THE
OWNER. THE LANDSCAPE AREAS SHALL BE MAINTAINED IN A FREE OF
DEBRIS AND LITTER AND ALL PLANT MATERIAL SHALL BE MAINTAINED
IN A HEALTHY GROWING CONDITION. DISEASED OR DEAD PLANT
MATERIAL SHALL BE SATISFACTORILY TREATED OR REPLACED PER THE
CONDITIONS OF THIS PERMIT.

NOTE: ALL WATER, SEWER, AND GAS UTILITIES SHALL BE
EFFECTIVELY SCREENED WITH PLANT MATERIAL
AT THE TIME OF PLANT INSTALLATION.

LIGHTING NOTE: LIGHTING ON THESE PLANS IS SHOWN FOR DESIGN INTENT
ONLY, FINAL LIGHTING TYPES AND SPACING SHALL BE PER A LICENSED
ELECTRICAL ENGINEER.

% IN. OR GREATER. :

3. A CONCRETE WASHOUT SHALL BE PROVIDED ON ALL PROJECTS WHICH PROPOSE
THE CONSTRUCTION OF ANY CONCRETE IMPROVEMENTS THAT ARE TO BE POURED
IN PLACE ON THE SITE.

4. ALL EROSION/SEDIMENT CONTROL DEVICES SHALL BE MAINTAINED IN WORKING
ORDER AT ALL TIMES.

5. ALL SLOPES THAT ARE CREATED OR DISTURBED BY CONSTRUCTION ACTIVITY
MUST BE PROTECTED AGAINST EROSION AND SEDIMENT TRANSPORT AT ALL TIMES.

6. THE STORAGE OF ALL CONSTRUCTION MATERIALS AND EQUIPMENT MUST BE
PROTECTED AGAINST ANY POTENTIAL RELEASE OF POLLUTANTS INTO THE
ENVIRONMENT.

VICINITY MAP
NO SCALE

COUNTY OF SAN DIEGO
DEPARTMENT OF ENVIRONMENTAL HEALTH
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